AMENDMENTS TO THE CLAIMS 

The following listing of claims will replace all prior versions and listings of claims 
in the application. 

Listing Of Claims 

1 . (Currently Amended) A liquid crystal device comprising: 

a liquid crystal panel comprising a first substrate, a second substrate opposing 
the first substrate and having flexibility, and a liquid crystal layer disposed 
therebetween; and 

an input unit arranged at a position which lies at a position overlapping the liquid 
crystal panel in plan view at the first substrate side; 

wherein a gap is provided on a side of the second substrate away from the liquid 
crystal laye r: and 

wherein the second substrate has higher flexibility than the first substrate . 

2. Cancelled. 

3. (Currently Amended) A liquid crystal device comprising: 

a liquid crystal panel comprising a first substrate, a second substrate opposing 
the first substrate and having flexibility, and a sealant and a liquid crystal layer disposed 
therebetween; 

an input unit arranged at a position which lies at a position overlapping the liquid 
crystal panel in plan view at the first substrate side; and 

a supporting frame s e ct i on arranged at a position away from the liquid crystal 
layer of the second substrate , the supporting frame supporting a periphery of the 
second substrate : 
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wherein the supporting seGtio nframe includes an opening— is arranged at a 
position corresponding to a n interior - region of the second substrate for form i ng the 
s e a l ant . 

4. (Currently Amended) A liquid crystal device according to claim 3, wherein 
the second substrate has higher flexibility than the first substrate. 

5. (Currently Amended) A liquid crystal device comprising: 

a liquid crystal panel comprising a first substrate, a second substrate opposing 
the first substrate and having flexibility, and a liquid crystal layer disposed 
therebetween; 

an input unit arranged at a position which lies at a position overlapping the liquid 
crystal panel in plan view at the first substrate side; and 

an illumination device arranged at a position away from the input unit of the liquid 
crystal panel; 

wherein the illumination device includes: 

a base portion opposite the liguid crvstal panel: and 

a supporting portion extending from the base portion and supporting at 

least part of a periphery of the second substrate, the supporting portion forming a gap 46 
provided between the second substrate and the base portion of the illumination device. 

6. (Currently Amended) A liquid crystal device according to claim 5, wherein 
the base portion and the supporting portion are integral tho i lluminat i on dov i co 
compr i sos a light guide p l ato fac i ng tho socond substrate with a gap torobotwoon . 
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7. (Currently Amended) A liquid crystal device according to claim 56, 
wherein the base portion and the supporting portion are discrete th e li ght guide p l at e 
compris e s a support i ng s e ct i on . 

8. (Original) A liquid crystal device according to claim 5, wherein the second 
substrate has higher flexibility than the first substrate. 

9. (Currently Amended) A liquid crystal device comprising: 

a liquid crystal panel comprising a first substrate, a second substrate opposing 
the first substrate and having flexibility, and a sealant and a liquid crystal layer disposed 
therebetween; 

an input unit arranged at a position which lies at a position overlapping the liquid 
crystal panel in plan view at the first substrate side; 

an illumination device arranged at a position away from the input unit of the liquid 
crystal panel; and 

a supporting section arranged between the illumination device and the second 
substrate; 

wherein the supporting section is arranged at a position corresponding to a 
region for forming the sealant : and 

wherein the second substrate has higher flexibility than the first substrate . 

10. Cancelled. 

1 1 . (Withdrawn) A liquid crystal device comprising: 

a liquid crystal panel comprising a first substrate, a second substrate opposing 
the first substrate and having flexibility, and a liquid crystal layer disposed 
therebetween; 
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an input unit arranged at a position which lies at a position overlapping the liquid 
crystal panel in plan view at the first substrate side; and 

an illumination device arranged between the input unit and the first substrate; 

wherein a gap is provided on a side of the second substrate away from the liquid 
crystal layer. 

12. (Withdrawn) A liquid crystal device according to claim 11, wherein the 
illumination device comprises a light guide plate arranged between the input unit and 
the first substrate. 

13. (Withdrawn) A liquid crystal device according to claim 12, wherein the 
second substrate has higher flexibility than that of a composite of the light guide plate 
and the first substrate. 

14. (Withdrawn) A liquid crystal device according to claim 1 1 , wherein the first 
substrate has flexibility. 

15. (Currently Amended) A liquid crystal device comprising: 

a liquid crystal panel comprising a first substrate, a second substrate opposing 
the first substrate and having flexibility, and a liquid crystal layer disposed 
therebetween; 

an input unit arranged at a position which lies at a position overlapping the liquid 
crystal panel in plan view at the first substrate side; and 

a casing fef-supporting the input unit and the liquid crystal panel; 

wherein a frame section of the casing supports the second substrate is support e d 
by tho cas i ng and with a gap is provid e d on a side of the second substrate away from 
the liquid crystal layer. 

Serial No. 09/606,723 Page 5 of 14 



16. (Original) A liquid crystal device according to claim 15, wherein the liquid 
crystal panel comprises a sealant for enclosing the liquid crystal layer provided between 
the first substrate and the second substrate, and the casing supports the second 
substrate at a position corresponding to a region for forming the sealant. 

17. (Currently Amended) A liquid crystal device according to claim 154€, 
wherein the ca si ng compr i s e s a support i ng frame section is located between the second 
substrate and an illumination device to form wh i ch extends along th e r e g i on for form i ng 
th e se a l ant so as to surround the gap. 

18. (Original) A liquid crystal device according to claim 15, wherein the 
second substrate has higher flexibility than the first substrate. 

19. (Original) An electronic equipment comprising a liquid crystal device 
according to claim 15. 

20. (New) A liquid crystal device comprising: 
a liquid crystal panel including: 

a first flexible substrate; 

a second flexible substrate opposing the first flexible substrate; and 
a sealant and a liquid crystal layer disposed between the first and second 
flexible substrates; 

an input unit overlapping the first substrate side of the liquid crystal panel in plan 
view; and 

a support member arranged at a position away from the liquid crystal layer of the 
second substrate; 
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wherein the support member includes: 

a base portion opposite the second substrate; and 

a supporting portion extending from the base portion and supporting at 
least part of a periphery of the second substrate, the supporting portion forming a gap 
between the base portion and the second substrate. 

21 . (New) A liquid crystal device comprising: 

a liquid crystal panel comprising a first substrate, a second substrate 
opposing the first substrate and having flexibility, and a sealant and a liquid crystal layer 
disposed therebetween; 

an input unit arranged at a position which lies at a position overlapping the 
liquid crystal panel in plan view at the first substrate side; and 

a supporting section arranged at a position away from the liquid crystal 
layer of the second substrate; 

wherein the supporting section is arranged at a position corresponding to 
a region for forming the sealant; and 

wherein the second substrate has higher flexibility than the first substrate. 

22. (New) A liquid crystal device comprising: 

a liquid crystal panel comprising a first substrate, a second substrate 
opposing the first substrate and having flexibility, and a liquid crystal layer disposed 
therebetween; 

an input unit arranged at a position which lies at a position overlapping the 
liquid crystal panel in plan view at the first substrate side; and 
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an illumination device arranged at a position away from the input unit of 
the liquid crystal panel; 

wherein a gap is provided between the second substrate and the 
illumination device; and 

wherein the second substrate has higher flexibility than the first substrate. 

23. (New) A liquid crystal device comprising: 

a liquid crystal panel comprising a first substrate, a second substrate 
opposing the first substrate and having flexibility, and a liquid crystal layer disposed 
therebetween; 

an input unit arranged at a position which lies at a position overlapping the 
liquid crystal panel in plan view at the first substrate side; and 

a casing for supporting the input unit and the liquid crystal panel; 

wherein the second substrate is supported by the casing and a gap is 
provided on a side of the second substrate away from the liquid crystal layer; and 

wherein the second substrate has higher flexibility than the first substrate. 
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AMENDMENTS TO THE DRAWINGS 

The attached "Replacement Sheets" of drawings include changes to Figures 1- 
13. The attached "Replacement Sheets" which includes Figures 1-13, replace the 
original sheets including Figures 1-13. 
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